
CONNECTING AN AIRLY DUST
MONITOR TO ACSOFT AIRLY PSU

Remove the 4x screws from the lid of the
box using a 2.5mm allen key.

Remove the lid from the box ensuring
that all screws are retained

Undo the black locknut inside the box
which fastens the separable cable gland

in place

Remove the cable gland + rubber insert
from the box.

Open the separable cable gland by
lifting the clasps holding the halves

together

Remove the rubber insert from the cable
gland. Note the cut through the middle

*Ensure that these operations are carried out with the PSU disconnected from mains power*



Carefully insert the airly’s USB cable into
the rubber insert. Ensure there is

sufficient length for the USB plug to
enter the box and reach the USB socket

Place the rubber insert+cable back into
the separable cable gland, ensuring that
the USB plug exits on the threaded side.

Close the halves of the gland back
together. It might be necessary to use a

pair of grips to close the outermost
clasp sufficiently to click into place

Pass the USB plug into the box and
through the black locknut while inside

Push the cable gland fully into the hole
in the box and fasten in place internally

with the locknut

Connect the USB plug and socket
together. Carefully adjust the amount of

cable coming into the box if necessary

With the USB connectors fully in place,
push them down beside the regulator



Place the lid back onto the box and push
down to ensure it is fully sealed. Fit the 4x

screws retained in step 2 above

Tighten the screws with the 2.5mm allen
key. Note that overtightening these can

crack the box.

The airly is now
ready to be

deployed on sites
with a 110v power

supply

For more information email sales@acsoft.co.uk, 
call 01234 639550 or visit www.acsoft.co.uk

If you need any more assistance on how to manage your Airly,
among plenty of other queries, check out our support hub at

acsoft.co.uk/support

If you have any further questions, don’t hesitate to drop us a
message at support@svantek.co.uk 

Or, you can give us a call at 01234 639550 and one of our experts
will be on hand to help you through it.


